

































































































































Woven Wood-and-Wire Construction 




All exposed edges of 
the strong hardwood 
framework are carefully 
rounded for smoothness 
and an extra measure 
of safety. 




Corner joints of the 
framework are jointed 
to insure long-lived 
ruggedness and holding 
power. The three-way 
heavy gauge steel corner 
irons further reinforce 
al1 corner joints. 


Woven Wood-and-Wire 
webbing of tough 
Northern elm slats,bound 
with steel wire. Provides 
great strength with 
proper resiliency for 
long-lasting service. 



Bottom extends completely 
through lower cleats. 
Can f t sag. Can't pull out, 
even under heavy loads. 




for greater strength...for longer life! 
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STACKING BOX 





Lewis Stacking Boxes assure complete protection to your 
product,whether light and fragile or heavy...through pro¬ 
duction operat i ons . . . i n storage...or during shipment. 
Speedy movement is achieved either by conveyor or secure¬ 
ly stacked on pallets for movement by hand or fork truck. 
Eliminate tie-ups between operations; cut rejects from 
handling mishaps to a bare minimum; increase your stor¬ 
age capacity without consuming additional floor space; 
simplify inventory control. Getthemost for your handling 
dollar with uniform Lewis Stacking Boxes in a standard or 
"tailor-made" size, to fit your operations. 


Also available as a: 

4 COVER BOX 
and 

MASONITE BOX ^ 



STACKING RUNNER 

Projects l /2 "into 
lower box when stacked . 
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MULTIPLE-HANDLING 


ASSURED SAFETY 


PRODUCT PROTECTION 
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Lewis Skid 
efficiency 


ping room. 


Boxes, like all 
from 
Sk i d 


hand 1 i ng 
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Lewis Containers, step 

the receiving room right down to the ship- 
construction allows hand 1 i ng...sing1y or in 
multi pies...with modern handling equipment, 
need for pallets. The Lewis Skid Box can 
positioned along-side work tables or machines, 
duction box for modern plants. High orderly stacking in 
storage is achieved, with assured safety, to take a minimum 
of valuable floor space. 


eliminating the 
be conveniently 


An ideal pro- 


Sk i d s 
4-way 
meet 


are available to provide 2-way 
entry in varying clearances 
any handling need. For 

to 5 " , 


o r 
to 

min i m u m 


u p 


clearances 
provided, with an 
#200 cente r skid 
of contents 
for greater clearance, 


skids are 
one-piece, 


# 100 
additiona1 

where weight and type 
necessitates. The #500 skid, 

is illustrated 


to the right. 
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STOCK SIZES: (inside dimensions) 

Size 

No. L. x W. x D. Wt. * 

Size 

No. L. x W. x D. Wt. * 

SKW3 26 x 18 x 13 27 
SKW4 26 x 18 x 18 31 
SKW5 28 x 20 x 18 36 
SKW6 30 x 21 x 21 40 
SKW8 32 x 22 x 24 45 

SKW9 36 x 26 x 24 53 
SKWI2 38 x 28 x 26 58 
SKWI5 43 x 28 x 28 66 
SKW20 48 x 28 x 30 72 

* Weight includes two #100 crosswise skids, 4ir n high. 




MM . 



Mfd. by: G. B. LEWIS COMP AN > 
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MASONITE-PRESDWOOD 


TRUCKS 


•. 


. 


STOCK SIZES: (inside dimensions) 

Size 

No. L. x W. x D. Wt.* 

N 

Size 

1o. L. x W. x D. Wt.* 

TW4 26 x 18 x 18 30 
TW5 28 x 20 x 18 33 
TW6 30 x 21 x 21 35 
TW8 32 x 22 x 24 40 

TW9 36 x 26 x 24 48 

TW |2 38 x 28 x 26 52 
TWI5 43 x 28 x 28 57 
TW20 48 x 28 x 30 65 

* Weight does not i 

nc1ude casters. 


No. 

L. 

X 

S i ze 

W. x 

D. 

wt.* 

TM8 

( 32 

X 

22 x 

24 

40 

TMIO 

' 40 

X 

22 x 

24 

48 

TM 12 

46 

X 

22 x 

24 

52 

THI 5 

46 

X 

28 x 

24 

57 

TM 18 

46 

X 

28 x 

30 

65 

* Weight 

does 

not include 

casters. 
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parts and products can be eliminated in 
and shipping with Lewis Woven Wood-and- 
Masonite Presdwood Cover Boxes. Cover 
consists of 3/8" plywood, recessed into and 
nailed to a framework of 1-7/8" wide by 7/8" 
thick cleats, hinged to the container. A hasp, 
for tin or wire seals, or one suitable for use 
withapadlock is supplied for sealing to provide 
tamper-proof handling. Photo shows Cover Boxes, 
used for order-picking, being loaded by conveyor 
from a central warehouse for distribution. 


Loss of 
storage 
W i re or 


Special Adaptations: 



Cover Box 










Folding Box 


Each Lewis 
individual 
depends on 


Folding Box is engineered to meet the 
customer’s requirements. Construction 
the weight and type of contents to be 
handled. Side and end panels are permanently 
hinged together and to the base with continuous 
industrial hinges. Locking hardware holds the 
container securely in place when in use. Either 
skids or a pallet type arrangement can be 
fastened to the base to permit handling and 
stacking in the manner desired. 
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safe, 
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protection 
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that 
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in normal 

use. 
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on a 1 

floor 
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n your 

plan 
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Your LEWIS Representative is: 



I0M-964-B 


RUSHMORE & WEBER INC. 

P. 0. BOX 7 
LATHAM, N. Y. 
PHONE 7854141 


G. B. LEWIS COMPANY, Watertown, Wisconsin 


Printed in U.S.A. 








































































































































































































































